
Avery Dennison Reflective Solutions
7542 North Natchez Ave.
Niles, IL 60714
Phone: 877-214-0909
reflective.orders@averydennison.com
www.reflectives.averydennison.com

© 2018 The Avery Dennison Corporation. All rights reserved.
Avery Dennison and all Avery Dennison product codes are

trademarks of Avery Dennison Corporation.

S-92342

Availability
45-Degree  

Diagonal Stripe

ASTM Type Color Stripe Width Roll Width Roll Length

W6148 & W6149 IV Red / White 6" Left, 6" Right Various 50, 100 yards

W1142 & W1143 I Orange / White 4" Left, 4" Right Various 50, 100 yards

W1144 & W1145 I Orange / White 6" Left, 6" Right Various 50, 100 yards

W6142 & W6143 IV Orange / White 4" Left, 4" Right Various 50, 100 yards

W6144 & W6145 IV Orange / White 6" Left, 6" Right Various 50, 100 yards

W11142 & W11143 XI Orange / White 4" Left, 4" Right Various 50, 100 yards

W11144 & W11145 XI Orange / White 6" Left, 6" Right Various 50, 100 yards
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Pre-Striped Barricade Sheeting 
Construction Work Zone

Whether you are closing a sidewalk or multi-lane highway, 
Avery Dennison’s Pre-Striped Barricade sheeting provides 
superior reflectivity and durability to handle the toughest 
roadway conditions. Omnidirectional performance assures 
you’ll get the uniform visual performance whether it is 
on a horizontal barricade board or vertical panel.

Pre-Striped Barricade Sheeting 
Orange/White, Red/White

Features and Benefits
Utilizes pre-coated high-tack adhesive

Improved all weather adhesive bonds to low 
surface energy plastics for year-round performance 
and increased UV stability

Designed for plastic or wood boards

Available with 4" or 6" stripes in left or right direction, 
or 6" orange/white blocks

Available in EG (ASTM Type I), HIP (ASTM Type IV) 
or OmniCube (ASTM Type XI)

Meets MUTCD requirements

Flexible construction to survive when impacted

Three year outdoor durability


